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SMARTPLY DRYBACKER is designed to 
provide support for fixtures and fittings  
in non-structural drywall partitions. 

SMARTPLY DRYBACKER is an engineered 
SMARTPLY OSB3 panel incorporating 
a continuous recess to accommodate 
‘C’ shaped metal studs used in the 
construction of light weight drywall 
partition systems. SMARTPLY DRYBACKER 
is tested to the relevant sections of 
BS5234 Part 2 relating to pull-out 
strengths and is suitable for use in public 
access areas including corridors and 
stairwells, contributing to higher levels  
of impact resistance. 

SMARTPLY DRYBACKER is an OSB 
panel with zero added formaldehyde 
and therefore may also be useful 
in environmentally sensitive interior 
applications where formaldehyde 
emissions need to be kept to a minimum 
such as hospitals, laboratories, museums 
and schools.



INSTALLATION
1. INSTALL STEEL ANGLE

a	 Steel angle to be standard 
galvanised 25 x 25mm x 
0.7mm gauge, manufactured in 
accordance with the relevant  
BS EN standards.

b	 Steel angle to be fixed to  
flat face of c-stud web to  
provide continuous support  
for non-recessed edge of 
DRYBACKER panel.

c	 Position the outer face of the 
angle 18mm back from the  
outer face of the c-stud flange 
(to accommodate DRYBACKER 
panel thickness). See 
DRYBACKER fixing detail.

d	 Steel angle to be fixed to the c-stud using 13mm  
self-tapping wafer head metal to metal drywall screws 
manufactured in accordance with BS EN 14566.

e	 Position the first screw fixing min. 10mm from the top 
of the steel angle and continue to fix at max. 250mm 
centres, ensuring that the last fixing is positioned min. 
10mm from the bottom of the steel angle.

2. INSERT SMARTPLY DRYBACKER

a	 Insert the recessed side of 
DRYBACKER panel into position, 
with the return on the c-stud 
fitting into the recess in the 
DRYBACKER panel, ensuring  
good contact between the  
panel face and inner surface  
of c-stud flange.

b	 Swing the non-recessed  
side of DRYBACKER panel into 
position against the steel  
angle, again ensuring good 
contact between the  
two surfaces.

c	 Slide the DRYBACKER panel up  
or down to the required level.

d	 Leave a 1mm expansion gap 
between panel edge and c-stud 
web on both sides (SMARTPLY 
DRYBACKER is machined to 
fit between c-studs spaced at 
600mm centres).

3. FIX INTO POSITION

a	 DRYBACKER panel to be fixed to 
the steel angle and c-stud using 
minimum 25mm self-tapping drywall 
screws in accordance with EN 14566.

b	 Fix the non-recessed side of 
DRYBACKER to the steel angle. 
Position the first screw fixing in the 
top corner of the panel, min. 10mm 
down from the top edge of the panel 
and also min. 10mm in from the 
vertical edge.

	 Continue to fix at max. 250mm 
centres, ensuring that the last fixing 
is positioned min. 10mm from the 
bottom of the panel.

c	 Fix the recessed side of DRYBACKER 
to the c-stud by screwing through 
the flange into the panel. Position 
the first screw fixing in the top 
corner of the panel, min. 10mm 
down from the top edge, and also 
on the centreline of the c-stud flange 
(or min. 10mm in from the vertical 
edge of panel). See DRYBACKER 
fixing detail. Continue to fix at max. 
250mm centres, ensuring that the 
last fixing is positioned min. 10mm 
from the bottom of the panel.

4. READY FOR PLASTERBOARD OVERLAY

a	 Ensure screw heads finish flush 
(or slightly countersunk) to ensure 
that they do not obstruct the 
installation of plasterboard panels. 
Fix plasterboard to c-studs in 
accordance with manufacturers 
recommendations.
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TECHNICAL DATA 
Anchorage values when installed in accordance with SMARTPLY recommendations and according to  
BS 5234-2:1992 - Partitions - Part 2: Specification for performance requirements for strength and robustness 
including methods of test:

Pull-out Safe Working Loads (S.W.L.)

Fixing type BS5234-2 Requirements Max. Recommended S.W.L.

3.5 x 50mm wood screws 1000 N Pass 125 kg

4.5 x 50mm wood screws 1000 N Pass 150 kg

Pull-down Safe Working Loads (S.W.L.)

Fixing type BS5234-2 Requirements Max. Recommended S.W.L.

3.5 x 50mm wood screws 250 N Pass 35 kg

4.5 x 50mm wood screws 250 N Pass 45 kg

Heavyweight anchorage (wash basin) Safe Working Loads (S.W.L.)

Fixing type BS5234-2 Requirements Max. Recommended S.W.L.

4.5 x 50mm wood screws 1000 N Pass 100 kg

M8 x 70mm coach screws 1500 N Pass 150 kg

Heavyweight anchorage (wall cupboard) Safe Working Loads (S.W.L.)

Fixing type BS5234-2 Requirements Max. Recommended S.W.L.

3.5 x 50mm wood screws 2000 N Pass 200 kg

4.5 x 50mm wood screws 2000 N Pass 250 kg

SPECIFICATION

•	The SMARTPLY DRYBACKER range is available in  
1250 x 597mm and 2397 x 597mm panels. 
Other dimensions available on special request 
subject to minimum order quantity.

•	Panels are 18mm thick SMARTPLY OSB3 
manufactured using innovative ‘zero added 
formaldehyde’ resin technology.

SUITABILITY

SMARTPLY DRYBACKER is designed for use in non-structural 
metal frame drywall partition applications where the  
in-service climatic conditions and ambient relative humidity 
(RH) levels are similar to those expected in dry, sheltered 
construction environments. In addition to ‘in-service’ 
conditions, careful consideration must be given to the 
construction phase where higher levels of moisture or  
humidity can exist, which if excessive, may lead to higher 
than expected levels of expansion or even distortion of the 
SMARTPLY DRYBACKER panels. SMARTPLY DRYBACKER 
OSB3 panels are manufactured with ‘built-in’ innovative 
moisture resistant resin chemistry to minimise such panel 
movement, however we recommend that this Technical 
Datasheet is read in conjunction with SMARTPLY OSB3 
Technical Datasheet which gives expert and practical design 
guidance on the specification of OSB3 in service class 1 or 2 
conditions as defined in EN 1995-1-1 (Eurocode 5).

TRANSPORTATION STORAGE AND HANDLING

Careful transportation, storage and handling are important 
to maintain panels in optimum condition prior to use.

a	 Panels should be stacked flat and fully supported.

b	 Panels should never be stacked on their edges otherwise 
panel distortion may result.

c	 Protect panels from the elements during storage to avoid 
damage to the face and edge.

d	 Do not leave packs or panels exposed to the weather prior 
to erection.

e	 As with all timber products SMARTPLY DRYBACKER should 
be conditioned, on site, for a suitable period of time prior 
to installation.




